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is inherently superior to the other in that any vehicle to be
utilized is a choice dependent upon the context in which the
vehicle will be deployed and the specific concerns (e.g.,
speed, flexibility, or predictability) of the implementer, any of
which may vary. Those skilled in the art will recognize that
optical aspects of implementations will typically employ
optically-oriented hardware, software, and or firmware.

The foregoing detailed description has set forth various
embodiments of the devices and/or processes via the use of
block diagrams, flowcharts, and/or examples. Insofar as such
block diagrams, flowcharts, and/or examples contain one or
more functions and/or operations, it will be understood by
those within the art that each function and/or operation within
such block diagrams, flowcharts, or examples may be imple-
mented, individually and/or collectively, by a wide range of
hardware, software, firmware, or virtually any combination
thereof. In one embodiment, several portions of the subject
matter described herein may be implemented via Application
Specific Integrated Circuits (ASICs), Field Programmable
Gate Arrays (FPGAs), digital signal processors (DSPs), or
other integrated formats. However, those skilled in the art will
recognize that some aspects of the embodiments disclosed
herein, in whole or in part, may be equivalently implemented
in integrated circuits, as one or more computer programs
running on one or more computers (e.g., as one or more
programs running on one or more computer systems), as one
Or more programs running on one or more processors (e.g., as
one or more programs running on one or more Microproces-
sors), as firmware, or as virtually any combination thereof,
and that designing the circuitry and/or writing the code for the
software and or firmware would be well within the skill of one
of'skill in the art in light of this disclosure. In addition, those
skilled in the art will appreciate that the mechanisms of the
subject matter described herein are capable of being distrib-
uted as a program product in a variety of forms, and that an
illustrative embodiment of the subject matter described
herein applies regardless of the particular type of signal bear-
ing medium used to actually carry out the distribution.
Examples of a signal bearing medium include, but are not
limited to, the following: a recordable type medium such as a
floppy disk, a hard disk drive, a Compact Disc (CD), a Digital
Video Disk (DVD), a digital tape, a computer memory, etc.;
and a transmission type medium such as a digital and/or an
analog communication medium (e.g., a fiber optic cable, a
waveguide, a wired communications link, a wireless commu-
nication link, etc.).

In a general sense, those skilled in the art will recognize
that the various aspects described herein which may be imple-
mented, individually and/or collectively, by a wide range of
hardware, software, firmware, or any combination thereof
may be viewed as being composed of various types of “elec-
trical circuitry.” Consequently, as used herein “electrical cir-
cuitry” includes, but is not limited to, electrical circuitry
having at least one discrete electrical circuit, electrical cir-
cuitry having at least one integrated circuit, electrical cir-
cuitry having at least one application specific integrated cir-
cuit, electrical circuitry forming a general purpose computing
device configured by a computer program (e.g., a general
purpose computer configured by a computer program which
at least partially carries out processes and/or devices
described herein, or a microprocessor configured by a com-
puter program which at least partially carries out processes
and/or devices described herein), electrical circuitry forming
a memory device (e.g., forms of random access memory),
and/or electrical circuitry forming a communications device
(e.g., amodem, communications switch, or optical-electrical
equipment). Those having skill in the art will recognize that
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the subject matter described herein may be implemented in an
analog or digital fashion or some combination thereof.

Those of ordinary skill in the art will recognize that it is
common within the art to describe devices and/or processes in
the fashion set forth herein, and thereafter use engineering
practices to integrate such described devices and/or processes
into data processing systems. That is, at least a portion of the
devices and/or processes described herein may be integrated
into a data processing system via a reasonable amount of
experimentation. Those having skill in the art will recognize
that a typical data processing system generally includes one
or more of a system unit housing, a video display device, a
memory such as volatile and non-volatile memory, proces-
sors such as microprocessors and digital signal processors,
computational entities such as operating systems, drivers,
graphical user interfaces, and applications programs, one or
more interaction devices, such as a touch pad or screen,
and/or control systems including feedback loops and control
motors (e.g., feedback for sensing position and/or velocity;
control motors for moving and/or adjusting components and/
or quantities). A typical data processing system may be
implemented utilizing any suitable commercially available
components, such as those typically found in data computing/
communication and/or network computing/communication
systems.

The herein described subject matter sometimes illustrates
different components contained within, or connected with,
different other components. It is to be understood that such
depicted architectures are merely exemplary, and that in fact
many other architectures may be implemented which achieve
the same functionality. In a conceptual sense, any arrange-
ment of components to achieve the same functionality is
effectively “associated” such that the desired functionality is
achieved. Hence, any two components herein combined to
achieve a particular functionality may be seen as “associated
with” each other such that the desired functionality is
achieved, irrespective of architectures or intermedial compo-
nents. Likewise, any two components so associated may also
be viewed as being “operably connected”, or “operably
coupled”, to each other to achieve the desired functionality,
and any two components capable of being so associated may
also be viewed as being “operably couplable”, to each other to
achieve the desired functionality. Specific examples of oper-
ably couplable include but are not limited to physically mate-
able and/or physically interacting components and/or wire-
lessly interactable and/or wirelessly interacting components
and/or logically interacting and/or logically interactable com-
ponents.

While particular aspects of the present subject matter
described herein have been shown and described, it will be
apparent to those skilled in the art that, based upon the teach-
ings herein, changes and modifications may be made without
departing from the subject matter described herein and its
broader aspects and, therefore, the appended claims are to
encompass within their scope all such changes and modifica-
tions as are within the true spirit and scope of the subject
matter described herein. Furthermore, it is to be understood
that the invention is defined by the appended claims.

Itwill be understood by those within the art that, in general,
terms used herein, and especially in the appended claims
(e.g., bodies of the appended claims) are generally intended
as “open” terms (e.g., the term “including” should be inter-
preted as “including but not limited to,” the term “having”
should be interpreted as “having at least,” the term “includes”
should be interpreted as “includes but is not limited to,” etc.).
It will be further understood by those within the art that if a
specific number of an introduced claim recitation is intended,



